






RECEPTION AREA MD OFFICE

CEO OFFICE GM OFFICE

CONFERENCE ROOM OFFICE AREA

OFFICE AREA CAFETERIA
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WHY
CHOOSE US ?
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We understand the importance of quality in all our 
products and take utmost care while manufacturing the 
same with adequate help from our expert team, in house 
capabilities and strategic partners.

While cost is commonly a driving factor in the decision 
making, we believe competitive pricing shouldn’t mean a 
sacrifice in quality or service. Lower costs are driven via  
innovation rather than cutting corners.

Full Product 
Development

Support

In-house
Design

Competence

International 
Procurement

Network

Customized
Designs

Capability

14
YEAR

>14  Years
Lighting

Experience

No Extra 
Tariffs

From India
to USA
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manufacturing
and innovation
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OUR MANUFACTURING SETUP BOASTS  OF 
SOME OF  THE MOST AVANT-GARDE

IN-HOUSE FACILITIES LIKE:

Photo 
Goniometer
& Integrating
Sphere  

Auto
Insertion

Section

Electrical,
Thermal and
Environmental
Testing Labs

Automated
Powder
Coating

Machines

Injection
Moulding
Machine

Tool Room,
EDM, VMC 

Machine For 
Moulds
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quality &
certificationS

We here at RLUX, follow strict quality control protocols and have 
partnered with sourcing companies known for their outstanding 
records in maintaining impeccable standards of their supplied 
components. With our R&D Lab, assembly lines and a round-the 
clock team of well equipped engineering and support staff, we 
strive to deliver innovative, reliable and efficient lighting solutions 
befitting our client’s specific needs. We hope to deliver only the 
best in terms of expectations and the quality of our services and 
we continuously audit and upgrade ourselves to meet them in an 
orderly and timely fashion.

11



Our ingenious approach to R&D follows a holistic philosophy that 
combines the most advanced LED sources, driver technologies, 
optics and form into each product. The result is highly-reliable 
luminaire solutions that reduce energy consumption, extend 
lifetimes and maximize illumination performance and quality. Our 
products are rated for their safety by  UL: Underwriters 
Laboratories Inc., ETL, DLC and certified for RoHS compliance of 
restricting the use of the six hazardous materials found in 
electrical and electronic products. 
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our
manufacturing units
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content

01. LEd PAnel 2’x2’

02.  LEd PAnel 2’x4’

03.  Led Shoebox

04.  LEd ufo high bay

15



05. led linear high bay

06.  LEd wall pack FULL CUTOFF

07.  LEd wall pack SEMI CUTOFF

08.  LEd flood light
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clara
backlit led
panel light 2x2
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available with
cct and power

tunable options
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CLARA
BACK-LIT LED
PANEL LIGHT 2’x2’
The RLUX Clara high efficacy back-lit LED panel light is designed to offer a superior efficacy of 125 lm/W. It is an 

excellent alternative to the traditional fluorescent troffers. The thin and light-weight back-lit design easily lays into 

drop ceilings. This LED and flat panel combination provides an energy efficient luminescence (up to 75% savings 

over traditional fluorescent lights) with no shadows or dark spots and meets the higher performance DLC 

classification. Measuring at just 1.77” in height, it removes any visual barrier to the light in the ceiling.

Flicker Free125 Lm/w 75% Power
Savings

5 Year
Warranty

Intertek RoHS
Compliant

IP20
Protected
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Wattage CCT CRI Efficacy Diffuser TypeModel Number

20 W 3000 K - 5700 K 80+ >125 lm/W PS (Frosted)502D0020WCCLXXY

30 W 3000 K - 5700 K 80+ >125 lm/W PS (Frosted)502D0030WCCLXXY

40 W 3000 K - 5700 K 80+ >125 lm/W PS (Frosted)502D0040WCCLXXY

series code

ordering information

5 XX X XXXXW CC L XX Y

Part Number Fixture Type Dimming Wattage CCT Voltage CRI Internal

Physical Parameters

PRODUCT FEATURES

• Ultra Slim body. 

• 125 lm/W, DLC Premium.

• UGR <19 Flicker free.

• UV Treated PS diffuser for Anti yellowing with time.

• Inputs voltage range : 110 -277 V, 50-60Hz.

• CCT : 3000K to 5700K, Dimming optional.

• Foldable edge design, no light leakage and better dust proofing.

• CCT & Power Tunable options available.

CLARA BACK-LIT LED PANEL LIGHT 2’x2’

A

B
20 W - 40 W 2 2

Wattage A (ft) B (ft)

20



optometric data

fixture details

CLARA BACK-LIT LED PANEL LIGHT 2’x2’

20 W

Size

CCT & Power

Efficacy

Wattage

Lumen Output

LED Brand and Package

Number of LEDs

Operating Temperature

IP Rating

Power Factor

2' x 2'

Fixed

125 lm/W

20 W

2500 lm

BRIDGELUX / CREE 2835, 1 W 

64

-14° F to +113° F  

IP20  

> 0.95

64

40 W

5000 lm

64

30 W

3750 lm

2' x 2'

Tunable

20 W

2500 lm

 

128 128

40 W

5000 lm

128

30 W

3750 lm

40 W

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,113.6

UNIT:cd

C30/210,113.3

UNIT:cd

C60/240,115.2

UNIT:cd

C90/270,115.9
AVERAGE BEAM ANGLE(50%):114.5 DEG

0

190

380

570

760

950

30 W

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,113.6

UNIT:cd

C30/210,113.3

UNIT:cd

C60/240,115.1

UNIT:cd

C90/270,115.9
AVERAGE BEAM ANGLE(50%):114.5 DEG

0

300

600

900

1200

1500

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,113.7

UNIT:cd

C30/210,113.4

UNIT:cd

C60/240,114.9

UNIT:cd

C90/270,115.5
AVERAGE BEAM ANGLE(50%):114.4 DEG

0

400

800

1200

1600

2000
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APPLICATION AREAS

CLARA BACK-LIT LED PANEL LIGHT 2’x2’

Home Offices

HotelsHospitals

Super Markets Restaurants
22



clara
backlit led
panel light 2x4

23



available with
cct and power

tunable options
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CLARA
BACK-LIT LED
PANEL LIGHT 2’x4’
The RLUX Clara high efficacy back-lit LED panel light is designed to offer a superior efficacy of 125 lm/W. It is an 

excellent alternative to the traditional fluorescent troffers. The thin and light-weight back-lit design easily lays into 

drop ceilings. This LED and flat panel combination provides an energy efficient luminescence (up to 75% savings 

over traditional fluorescent lights) with no shadows or dark spots and meets the higher performance DLC 

classification. Measuring at just 1.77” in height, it removes any visual barrier to the light in the ceiling.

Flicker Free 5 Year
Warranty

125 Lm/w 75% Power
Savings

Intertek RoHS
Compliant

IP20
Protected
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series code

ordering information

5 XX X XXXXW CC L XX Y

Part Number Fixture Type Dimming Wattage CCT Voltage CRI Internal

Physical Parameters

PRODUCT FEATURES

• Ultra Slim body. 

• 125 lm/W, DLC Premium.

• UGR <19 Flicker free.

• UV Treated PS diffuser for Anti yellowing with time.

• Inputs voltage range : 110 -277 V, 50-60Hz.

• CCT : 3000K to 5700K, Dimming optional.

• Foldable edge design, no light leakage and better dust proofing.

• CCT & Power Tunable options available.

CLARA BACK-LIT LED PANEL LIGHT 2’x4’

A

B 30 W - 50 W 4 2

Wattage A (ft) B (ft)

Wattage CCT CRI Efficacy Diffuser TypeModel Number

30 W 3000 K - 5700 K 80+ >125 lm/W PS (Frosted)504D0030WCCLXXY

40 W 3000 K - 5700 K 80+ >125 lm/W PS (Frosted)504D0040WCCLXXY

50 W 3000 K - 5700 K 80+ >125 lm/W PS (Frosted)504D0050WCCLXXY
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optometric data

fixture details

CLARA BACK-LIT LED PANEL LIGHT 2’x4’

30 W 40 W

50 W

Size

CCT & Power

Efficacy

Wattage

Lumen Output

LED Brand and Package

Number of LEDs

Operating Temperature

IP Rating

Power Factor

2' x 4'

Fixed

125 lm/W

30 W

3750 lm

BRIDGELUX / CREE 2835, 1 W 

96

-14° F to +113° F  

IP20  

> 0.95

96

50 W

6250 lm

96

40 W

5000 lm

2' x 4'

Tunable

30 W

3750 lm

 

192 192

50 W

6250 lm

192

40 W

5000 lm

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,115.7

UNIT:cd

C90/270,121.2

UNIT:cdUNIT:cd

AVERAGE BEAM ANGLE(50%):118.4 DEG

0

400

800

1200

1600

2000
0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,113.6

UNIT:cd

C30/210,113.3

UNIT:cd

C60/240,115.1

UNIT:cd

C90/270,115.9
AVERAGE BEAM ANGLE(50%):114.5 DEG

0

300

600

900

1200

1500

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,116.0

UNIT:cd

C90/270,121.4

UNIT:cdUNIT:cd

AVERAGE BEAM ANGLE(50%):118.47 DEG

0

500

1000

1500

2000

2500
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APPLICATION AREAS

CLARA BACK-LIT LED PANEL LIGHT 2’x4’

Home Offices

HotelsHospitals

Super Markets Restaurants
28



stella
led area
luminaire
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stella
high efficacy
led shoebox

The RLUX Stella LED shoebox combines the duo of architectural form and versatility to make it an excellent choice 

for new construction or for retrofit applications. It is offered in a variety of wattages allowing for maximum flexibility 

in all types of applications. The high output LEDs and custom engineered optics provide excellent uniformity and 

efficiency, meeting DLC qualifications. It is designed to replace the existing HID fixtures up to 1000 W.

IK08
Protection

5 Year
Warranty

130 lm/w 75% Power
Savings

Intertek RoHS
Compliant

0 - 10V
Dimming

IP66
Protected
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series code

ordering information

4

Part Number

XX

Fixture Type 

X

Dimming

0000W

Wattage

C

CCT

V

Voltage

R

CRI

Y

Internal

X

Light Distribution

Physical Parameters

PRODUCT FEATURES

• Sleek and modern aesthetics combined with a rugged construction.

• In-built surge protection mechanism ( 4KV ).

• Superior thermal dissipation from an integrated heat sink.

• Dimming option available, mode - Voltage  (1~10V DC), PWM signal (10V).

• Inputs voltage range : 100 -277 V, 50-60Hz.

• Various optics option available. 

• Made from prime grade aluminum alloy.

• High voltage (480 v) options available.

100 W - 150 W 14.06

Wattage A (in)

12.22

B (in)

3.35

200 W - 300 W 22.84 12.22 3.54

C (in)

A
B

C

Wattage CCT CRI Efficacy Lens TypeModel Number

100 W 2700 K - 5700 K 70+ >130 lm/W401D0100WCVRXY

150 W 2700 K - 5700 K 70+ >130 lm/W401D0150WCVRXY

200 W 2700 K - 5700 K 70+ >130 lm/W 402D0200WCVRXY

240 W 2700 K - 5700 K 70+ >130 lm/W 402D0240WCVRXY

300 W 2700 K - 5700 K 70+ >130 lm/W 402D0240WCVRXY

Polycarbonate

Type 2, 3, 4, 5

stella high efficacy led shoebox
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optometric data

fixture details

stella high efficacy led shoebox

Efficacy

Wattage

Lumen Output

Heat Sink Type

LED Brand and Package

Number of LEDs

Typical LED Lumens

Operating Temperature

IP Rating

Driver

Optics Material

Driver Current to LED

Optics Dimensions

PCB Thickness

Power Factor

130 lm/W

100 W

13000 lm

High Pressure Die Cast

CREE / LUMILEDS 3030 Package 1W

176

152 lm

-40° F to +131° F

IP66

MEAN WELL / SOSEN

Polycarbonate

2 A

279 mm x 150 mm x 9.5 mm

1.2 mm

>0.95

352

200 W

26000 lm

4 A

232

150 W

19500 lm

2.8 A

352

240 W

31200 lm

4.5 A

464

300 W

39000 lm

6 A

200 W

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,157.6

UNIT:cd

C30/210,148.6

UNIT:cd

C60/240,108.9

UNIT:cd

C90/270,99.0AVERAGE BEAM ANGLE(50%):128.5 DEG

0

3000

6000

9000

12000

15000

100 W

240 W

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,161.5

UNIT:cd

C30/210,148.3

UNIT:cd

C60/240,111.6

UNIT:cd

C90/270,99.6
AVERAGE BEAM ANGLE(50%):130.2 DEG

0

1200

2400

3600

4800

6000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,156.8

UNIT:cd

C30/210,147.9

UNIT:cd

C60/240,108.4

UNIT:cd

C90/270,98.6AVERAGE BEAM ANGLE(50%):127.9 DEG

0

3000

6000

9000

12000

15000

150 W

300 W

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,162.7

UNIT:cd

C30/210,153.8

UNIT:cd

C60/240,112.8

UNIT:cd

C90/270,102.2
AVERAGE BEAM ANGLE(50%):132.9 DEG

0

1700

3400

5100

6800

8500

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,157.3

UNIT:cd

C30/210,148.3

UNIT:cd

C60/240,108.7

UNIT:cd

C90/270,98.9
AVERAGE BEAM ANGLE(50%):128.3 DEG

0

4000

8000

12000

16000

20000
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APPLICATION AREAS

stella high efficacy led shoebox

Streets Open Parkings

HighwaysPath Ways

Arenas / Multiplex Public Parks
34



alterf
led linear
high bay

35
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alterf
HIGH EFFICACY
led linear high bay
The RLUX Alterf LED linear high bay is designed for a variety of applications and mounting heights. Wide angle 

optics, multiple lumen packages and color temperatures make it ideal for industrial, commercial, manufacturing, 

gymnasium and other applications, that utilize traditional linear fluorescent and HID fixtures. Suggested mounting 

heights are between 15 – 25 feet. This high bay reduces up to 70% of the energy usage and has a life span of over 

10 years. This fixture is available in a frosted or clear lens. 

140 lm/w 75% Power
Savings

5 Year
Warranty

Intertek RoHS
Compliant

0 - 10V
Dimming

IP40
Protected
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series code

ordering information

3

Part Number

XX

Fixture Type 

X

Dimming

0000W

Wattage

C

CCT

L

Voltage

Y

Internal

X

Light Distribution

Physical Parameters

PRODUCT FEATURES

• 100,000 hours of lifetime.

• Superior heat dissipation capability due to use of multiple heat sinks.

• Smooth and uniform light output with no flickering or humming.

• Sleek design and Low-profile makes it suitable for a wide range of applications.

• Savings of up to 75% over conventional fluorescent fixtures.

• Resistant to vibration and water.

• Inputs voltage range : 100 -277 V or 200 -480 V, 50-60Hz.

Diffuser Type

Clear / Frosted

Clear / Frosted

Clear / Frosted

Clear / Frosted

Clear / Frosted

Clear / Frosted

Clear / Frosted

Wattage

75 W

100 W

150 W

200 W

240 W

300 W

400 W

CCT

2700 K - 5700 K

2700 K - 5700 K

2700 K - 5700 K

2700 K - 5700 K

2700 K - 5700 K

2700 K - 5700 K

2700 K - 5700 K

CRI

70+ / 80+

70+ / 80+

70+ / 80+

70+ / 80+

70+ / 80+

70+ / 80+

70+ / 80+

Efficacy

>140 lm/W

>140 lm/W

>140 lm/W

>140 lm/W

>140 lm/W

>140 lm/W

>140 lm/W

Model Number

302D0075WCLXY

302D0100WCLXY

302D0150WCLXY

304D0200WCLXY

304D0240WCLXY

304D0300WCLXY

304D0400WCLXY

alterf high efficacy led linear high bay

75 W -150 W 22.08

Wattage A (in)

9.85

B (in)

1.8

200 W - 400 W 43.01 9.85 1.8

C (in)

B

A C
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optometric data

fixture details

alterf high efficacy led linear high bay

Efficacy

Wattage

Lumen Output

LED Brand and Package

Number of LEDs

Operating Temperature

IP Rating

Power Factor

Heat Sink Type

140 lm/W

75 W

10500 lm

BRIDGELUX / CREE 2835, 0.5 W

408

10°F to +120°F

IP40   

> 0.95   

Aluminum

1768

400 W

56000 lm

884

150 W

21000 lm

544

100 W

14000 lm

1088

200 W

28000 lm

1768

300 W

42000 lm

1360

240 W

33600 lm

100 W

200 W 300 W

150 W

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,108.0

UNIT:cd

C90/270,118.9

AVERAGE BEAM ANGLE(50%):113.4 DEG

0

1100

2200

3300

4400

5500
0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,108.7

UNIT:cd

C90/270,119.0

AVERAGE BEAM ANGLE(50%):113.8 DEG

0

1700

3400

5100

6800

8500

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,108.4

UNIT:cd

C90/270,122.2

AVERAGE BEAM ANGLE(50%):115.3 DEG

0

3000

6000

9000

12000

15000
0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,108.7

UNIT:cd

C90/270,122.9

AVERAGE BEAM ANGLE(50%):115.8 DEG

0

3000

6000

9000

12000

15000
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APPLICATION AREAS

alterf high efficacy led linear high bay

Warehouse Convention Centers

Garage ParkingSports

Super Markets Production Floors
40



ORIUS
LED UFO
HIGH BAY
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ORIUS
high efficacy led
UFO HIGH BAY

The RLUX Orius LED UFO high bay comes with multiple lumen packages, distributions and meeting DLC 

qualifications. It is designed to offer the necessary optical freedom and flexibility to meet the needs of a wide 

variety of lighting applications with the additional value of power efficiency. It is a direct replacement of the 

traditional HID fixtures.

IK08
Protection

5 Year
Warranty

130 lm/w 75% Power
Savings

Intertek RoHS
Compliant

0 - 10V
Dimming

IP66
Protected
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series code

ordering information

2

Part Number

XX

Fixture Type 

X

Dimming

0000W

Wattage

C

CCT

V

Voltage

R

CRI

Y

Internal

X

Light Distribution

Physical Parameters

PRODUCT FEATURES

• Moisture and dust resistant.

• Smooth and uniform light output void of flicker or humming noise.

• Sleek and modern aesthetics combined with a rugged construction.

• Dimming option available, mode - Voltage  (1~10V DC), PWM signal (10V).

• Inputs voltage range : 100 -277 V, 50-60Hz.

• Multiple driver make options available.

Wattage

100 W

150 W

200 W

240 W

300 W

400 W

500 W

CCT

2700 K - 5700 K

2700 K - 5700 K

2700 K - 5700 K

2700 K - 5700 K

2700 K - 5700 K

2700 K - 5700 K

2700 K - 5700 K

CRI

70+

70+

70+

70+

70+

70+

70+

Efficacy

>130 lm/W

>130 lm/W

>130 lm/W 

>130 lm/W 

>130 lm/W 

>130 lm/W 

>130 lm/W 

Diffuser Type

Toughened Glass

Model Number

201D0100WCVRXY

201D0150WCVRXY

202D0200WCVRXY

202D0240WCVRXY

211D0300WCVRXY

212D0400WCVRXY

212D0500WCVRXY

ORIUS HIGH EFFICACY LED UFO HIGH BAY

100 W - 150 W 11.06

Wattage A (in)

5.90

200 W - 240 W 11.85 6.42

240 W - 300 W 12.06 6.03

400 W - 500 W 14.02 8.66

B (in)

A

B
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optometric data

fixture details

ORIUS HIGH EFFICACY LED UFO HIGH BAY

Efficacy

Wattage

Lumen Output

Heat Sink Type

LED Brand and Package

Number of LEDs 

Typical LED Lumens

Operating Temperature

IP Rating

Driver

Power Factor

Driver Current to LED

Diffuser Type

Diffuser Thickness

PCB Thickness

Heat Sink Weight

130 lm/W

100 W

13000 lm

High Pressure Die-Cast

CREE / LUMILEDS 3030 Package 1W

130

152 lm

- 20° F to +120° F

IP66

MEAN WELL / SOSEN / MOSO / Lifud

> 0.95

1.5 A

Toughened Glass

3 mm

1.6 mm

4.0 Kg

352

200 W

26000 lm

3.75 A

6.0 Kg

225

150 W

19500 lm

2.6 A

4.5 Kg

396

240 W

31200 lm

4.5 A

6.0 Kg

464

300 W

39000 lm

5.95 A

6.0 Kg

700

400 W

52000 lm

8.9 A

10.5 Kg

700

500 W

65000 lm

8.9 A

10.5 Kg

200 W

100 W

0
30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,113.7

UNIT:cd

C90/270,113.8

AVERAGE BEAM ANGLE(50%):113.7 DEG

0

1000

2000

3000

4000

5000

1m 306.30cm1430,4900lx

2m 612.60cm357.6,1225lx

3m 918.89cm158.9,544.5lx

4m 1225.19cm89.40,306.3lx

5m 1531.49cm57.22,196.0lx

6m 1837.79cm39.73,136.1lx

7m 2144.09cm29.19,100.0lx

8m 2450.38cm22.35,76.56lx

9m 2756.68cm17.66,60.49lx

10m 3062.98cm14.30,49.00lx

Height Eavg,Emax DiameterAngle:113.71deg

Flux out:10656 lm

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,114.2

UNIT:cd

C90/270,114.1

AVERAGE BEAM ANGLE(50%):114.1 DEG

0

2000

4000

6000

8000

10000

1m 307.47cm2875,9884lx

2m 614.94cm718.9,2471lx

3m 922.41cm319.5,1098lx

4m 1229.88cm179.7,617.7lx

5m 1537.35cm115.0,395.4lx

6m 1844.81cm79.87,274.6lx

7m 2152.28cm58.68,201.7lx

8m 2459.75cm44.93,154.4lx

9m 2767.22cm35.50,122.0lx

10m 3074.69cm28.75,98.84lx

Height Eavg,Emax DiameterAngle:113.91deg

Flux out:21420 lm

300 W

150 W

0
30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,113.0

UNIT:cd

C90/270,113.0

AVERAGE BEAM ANGLE(50%):113.0 DEG

0

1500

3000

4500

6000

7500

1m 301.50cm2175,7500lx

2m 603.01cm543.6,1875lx

3m 904.51cm241.6,833.3lx

4m 1206.01cm135.9,468.7lx

5m 1507.52cm86.98,300.0lx

6m 1809.02cm60.41,208.3lx

7m 2110.53cm44.38,153.1lx

8m 2412.03cm33.98,117.2lx

9m 2713.53cm26.85,92.59lx

10m 3015.04cm21.75,75.00lx

Height Eavg,Emax DiameterAngle:112.88deg

Flux out:16199 lm

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,113.8

UNIT:cd

C90/270,113.7

AVERAGE BEAM ANGLE(50%):113.8 DEG

0

3000

6000

9000

12000

15000

Height Eavg,Emax Angle:113.54deg

1m 305.31cm3480,11975lx

2m 610.61cm870.1,2994lx

3m 915.92cm386.7,1331lx

4m 1221.23cm217.5,748.5lx

5m 1526.54cm139.2,479.0lx

6m 1831.84cm96.67,332.6lx

7m 2137.15cm71.02,244.4lx

8m 2442.46cm54.38,187.1lx

9m 2747.77cm42.97,147.8lx

10m 3053.07cm34.80,119.8lx

Diameter

Flux out:25925 lm
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APPLICATION AREAS

ORIUS HIGH EFFICACY LED UFO HIGH BAY

Sports Warehouse

ExhibitionsFactories

Auditoriums Train Stations
46



lepus
led wall pack
semi cut off
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lepus
led wall pack
semi cut off

The RLUX Lepus LED wall pack semi cutoff is one of the most energy efficient lighting options in the market for 

wall-mounted security and building facades. It offers reduced energy consumption and eliminates the need for 

frequent bulb and ballast replacements that are commonly found with conventional Wall Packs that contain Metal 

Halide and High Pressure Sodium bulbs. It is designed to replace traditional Wall Packs up to 400W HID.

110 lm/w 75% Power
Savings

5 Year
Warranty

Intertek RoHS
Compliant

0 - 10V
Dimming

IP65
Protected
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series code

ordering information

6

Part Number

XX

Fixture Type 

X

Dimming

0000W

Wattage

C

CCT

V

Voltage

R

CRI

Y

Internal

X

Light Distribution

Physical Parameters

PRODUCT FEATURES

• Moisture and dust resistant.

• Smooth and uniform light output void of flicker or humming noise.

• Sleek and modern aesthetics combined with a rugged construction.

• Resistant to vibration and water.

• Inputs voltage range : 100 -277 V, 50-60Hz.

• Made from prime grade aluminum alloy.

Wattage

48 W

60 W

80 W

100 W

130 W

CCT

2700 K - 5700 K

2700 K - 5700 K

2700 K - 5700 K

2700 K - 5700 K

2700 K - 5700 K

CRI

70+

70+

70+

70+

70+

Efficacy

>110 lm/W

>110 lm/W

>110 lm/W

>110 lm/W

>110 lm/W

Diffuser Type

Polycarbonate

Polycarbonate

Polycarbonate

Polycarbonate

Polycarbonate

Model Number

601D0048WCVRXY

601D0060WCVRXY

601D0080WCVRXY

601D0100WCVRXY

601D0130WCVRXY

lepus led wall pack semi cut off

48 W - 130 W 14.21

Wattage A (in)

9.25

B (in)

7.08

C (in)

 

B

CA
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optometric data

fixture details

lepus led wall pack semi cut off

Efficacy

Wattage

Lumen Output

LED Brand and Package

Number of LEDs

Operating Temperature

IP Rating

Power Factor

Heat Sink Type

PCB Thickness

110 lm/W

48 W

5280 lm

LUMILED / CREE 3030, 1W   

56

-20°F to +140°F    

IP65    

> 0.95    

High Pressure Die Cast Aluminum  

1.2mm

80 W

8800 lm

60 W

6600 lm

100 W

11000 lm

130 W

14300 lm

10872 144 189

48 W 60 W

80 W 100 W
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APPLICATION AREAS

lepus led wall pack semi cut off

Restaurants Schools

SidewaysParking Security

Warehouse Walkways
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lepus
led wall pack
FULL cut off
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lepus
led wall pack
FULL cut off

The RLUX Lepus LED wall pack full cutoff is the best in its class for power efficiency when it comes to light fixtures 

for wall-mounted security and building facades. It offers reduced energy consumption and eliminates the 

need for frequent bulb and ballast replacements which are common with conventional Wall Packs that contain 

Metal Halide and High Pressure Sodium bulbs. It is designed to replace the traditional Wall Packs up to 1000W HID.

110 lm/w 75% Power
Savings

5 Year
Warranty

Intertek RoHS
Compliant

0 - 10V
Dimming

IP65
Protected
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series code

ordering information

6

Part Number

XX

Fixture Type 

X

Dimming

0000W

Wattage

C

CCT

V

Voltage

R

CRI

Y

Internal

X

Light Distribution

Physical Parameters

PRODUCT FEATURES

• Moisture and dust resistant.

• Smooth and uniform light output void of flicker or humming noise.

• Sleek and modern aesthetics combined with a rugged construction.

• Resistant to vibration and water. 

• Inputs voltage range : 100 -277 V, 50-60Hz.

• Made from prime grade aluminium alloy.

lepus led wall pack FULL cut off

B

C

A

Wattage

48 W

60 W

80 W

100 W

CCT

2700 K - 5700 K

2700 K - 5700 K

2700 K - 5700 K

2700 K - 5700 K

CRI

70+

70+

70+

70+

Efficacy

>110 lm/W

>110 lm/W

>110 lm/W

>110 lm/W

Lens Type

Polycarbonate

Type 2, 3, 4, 5

Model Number

602D0048WCVRXY

602D0060WCVRXY

602D0080WCVRXY

602D0100WCVRXY

48 W - 100 W 12.6

Wattage A (in)

5.1

B (in)

6.8

C (in)
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fixture details

lepus led wall pack FULL cut off

Efficacy

Wattage

Lumen Output

LED Brand and Package

Number of LEDs

Operating Temperature

IP Rating

Power Factor

Heat Sink Type

PCB Thickness

110 lm/W

48 W

5280 lm

LUMILED / CREE 3030, 1W

56

-20°F to +140°F   

IP65   

> 0.95   

High Pressure Die Cast Aluminum  

1.2mm   

80 W

8800 lm

60 W

6600 lm

100 W

11000 lm

10872 144

optometric data

48 W 60 W

80 W
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APPLICATION AREAS

lepus led wall pack FULL cut off

Company Showroom Schools

SidewaysParking

Warehouse Walkways
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URSA
led FLOOD
LIGHT
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URSA
HIGH EFFICACY
LED FLOOD LIGHT

The RLUX Ursa LED Flood Light uses the classic flood light design with a U-Bracket for tilting and easy mounting. 

The design is focused on maximum heat dissipation and uses integrated Aluminum fins for maximizing the 

dissipative surface area. Its slim and rugged design makes it suitable for variety of lighting applications for both 

indoor and outdoor use.

130 lm/w 5 Year
Warranty

Intertek RoHS
Compliant

0 - 10V
Dimming

IP65
Protected
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series code

ordering information

8

Part Number

XX

Fixture Type 

X

Dimming

0000W

Wattage

C

CCT

V

Voltage

R

CRI

Y

Internal

X

Light Distribution

Physical Parameters

PRODUCT FEATURES

• Ultra-slim design, making it ideal for compact areas.

• Saves upto 50% more than traditional lighting because of low energy consumption.

• Superior heat dispersion capability.

• Suitable for operation in low temperature.

• Inputs voltage range : 100 -277 V, 50-60Hz.

• High Pressure Die Cast

Wattage CCT CRI Efficacy Diffuser TypeModel Number

100 W 2700 K - 5700 K 70+ >130 lm/W Clear / Frosted

Clear / Frosted

Clear / Frosted

Clear / Frosted

801D0100CVRXY

150 W 2700 K - 5700 K 70+ >130 lm/W802D0150CVRXY

200 W 2700 K - 5700 K 70+ >130 lm/W 803D0200CVRXY

240 W 2700 K - 5700 K 70+ >130 lm/W 803D0240CVRXY

URSA HIGH EFFICACY LED FLOOD LIGHT

100 W 15.9

Wattage A (in)

12.9

B (in)

2.4

150 W 17.0 14.6 2.4

200 W - 240 W 18.6 15.8 2.4

C (in)

A

C

B
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optometric data

fixture details

URSA HIGH EFFICACY LED FLOOD LIGHT

Efficacy

Wattage

Lumen Output

LED Brand and Package

Number of LEDs

Operating Temperature

IP Rating

Driver

PCB Thickness

Power Factor

130 lm/W

100 W

13000 lm

CREE / LUMILEDS 3030 PACKAGE 1W (IP-LED)

144

-10° F to +160° F

IP65

SOSEN

0.6 mm

>0.95

288

200 W

26000 lm

180

150 W

19500 lm

352

240 W

31200 lm

100 W

200 W

150 W

240 W
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APPLICATION AREAS

URSA HIGH EFFICACY LED FLOOD LIGHT

Construction Area Manufacturing Plants

SportsAirports 

Monuments Warehouse
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OUR
capabilities

65



MOULDING MACHINE

NOIDA UNIT 1 NOIDA UNIT 2

SMT MACHINE VMC MACHINE

EXTRUSION MACHINE POWDER COATING

EDM MACHINE
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ASSEMBLY AREA

SMT M/C FOR CAPACITY BOOST WATER SHOWER TESTING M/C

WATER SHOWER TESTING M/C VIBRATION TESTER MACHINE

DROP TESTING MACHINE AUTOMATIC GLUE MACHINE

LENS MOUNTING MACHINE
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PRINTED CIRCUIT BOARD (PCB)

R&D TEAM GONIOMETER

THERMAL TESTING DRIVER TESTING

SURGE GENERATOR POWER ANALYSER

LIGHT TESTING



WAREHOUSE

LCR METER HI-POT TESTER

LED PCB TESTING QC DEPARTMENT

SPECTRO METER LIGHT SOCKING TESTER

INSPECTION AREA
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OUR PRESENCE &
MARKETs WE SERVE

www.rlux.in

Our Presence
Royalux Lighting LLP, Sec-68, Noida, U.P, India
Royalux Exports, NSEZ, Noida, U.P, India
Fine Technologies, Sec-63, Noida, U.P, India

Markets We Serve





www.rlux.in



*© Rlux. Unauthorized use or reproduction of illustrations, photographs or text is prohibited.
Rlux reserves the right to discontinue products or to change the technical and/or design specifications at any time.

150-B, Noida Special Economic Zone, Noida,
District- Gautam Buddha Nagar, (UP) 201305, India

www.rlux.ininfo@rlux.in+1 317-853-9650


